
Steam curing of concrete is the method of curing the concrete elements in water 
vapor. This curing is performed under high-pressure steam. The steam curing 
method is preferred where there is a need for accelerated strength gain and the 
concrete requires additional heat to perform hydration. Moreover, this also reduces 
the cycle time considerably & thereby increases production. 

Our Solution: 
Veda offers complete Turnkey solutions for Steam curing incorporating Thermax 
make IBR & Non-IBR Steam boilers.  

 

Our typical scope of work covers the following: 

• Sizing the quantity of steam for various shaped moulds 
• Boiler sizing, selection & supply 
• Boiler house on Rent 
• Chimney supply as per IS 6533 
• Bulk & Day Oil fuel oil tank 
• Water treatment plant 
• Steam piping distribution network design & supply 
• Pressure reducing station 
• All insulation works 
• Electricals, instrumentation & Automation 
• Commissioning 
• After Sales AMC & Spares 
• Operations & Manning services 
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Ø Veda also offers rental services, Operations and Manning services for its steam boiler house skids. 
 

Ø Rental services can be provided for durations ranging from minimum of 3 months onwards. 
 

Ø Veda’s operation and Manning team is your right partner to ensure that your boilers are run at rated 
efficiency on a continuous basis with negligible downtime. 

 

 


